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#1 - Remove sides and top of crate to inspect for shipping damage.

#2 - Review following list of parts to assure all items are received:
* (3) large panels- top panel, left panel, right panel
* Counterbalance weight
* Dust curtain and rod
* (4) floodlight bulbs
* Prewired electrical conduit
* (6) 1/4" lag screws
* (2) 3/8" machine bolts/lockwashers/nuts
% (2) 1/ " n " n

#3 - Raise top center panel so top edge is 96" above floor.
Loosely attach to booth with 1/4' lag screws.

1/4" screw hole

#4 - Slide left side panel into place.
Slip sheet metal lip between steel angle and .
sheet metal of top panel. Align predrilled holes. /4 TSlide u
Attach overlapping tab with 3/8" bolt. Attach sheet ' f p
. . . 1/4" bolt hole
metal overlap with 1/4" bolt. Attach vertical angle
to booth with (2) 1/4" lag screws. olt hole

#5 - Repeat #4 with right side panel.

1/4" lag screw hole

#6 - Unroll side curtains and press velcro in place.

#7 - Remove packing tape from wire cables and handles.
Place both long cable and short cable in cable guide.




#8 - Hang dust curtain.

T

#9 - Attach counterbalance weight to loop on long cable.
This weight should rest on floor when curtain is
fully raised. Remove locking wire from right end of
top roller.

#10 - Remove covers from top two
light fixture junction boxes.

#11 - Hang electric conduit across
top panel using conduit clamps.
Feed wires into each junction box.
Tighten conduit connectors.

#12 - Inside each junction box, connect all
three black wires with wire nut.
Connect all three white wires with wire nut.
Reinstall covers on boxes.

#13 - Adjust direction of each light fixture.
Install floodlight bulbs.
Plug in electric cord and turn on the lights.
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